INSTRUCTIONS FOR APPLYING TS-2 HARD-SHELL URETHANE

This application instructions sheet has been prepared for applying TS-2 Hard-Shell Urethane to existing paint in high abuse high traffic areas in harsh environments. This product has been designed to produce a low build high performance film. It is not a high build (thick) product so it should not be applied heavily. Applying one or two thin coats will perform better than if it is caked on heavily. DO NOT paint in hot direct sunlight. Paint only in indirect sunlight, in the shade or in darkness.  

1. CLEAN: Use a cleaner or degreaser to remove contaminates. This is your first step. Rinse thoroughly. We recommend TS-695 Etching Cleaner. Mix TS-695 Etching Cleaner on a 1:1 Basis with water, broom in, rinse thoroughly. Allow to dry THOROUGHLY before proceeding. Sanding, grinding or blasting is recommended whenever possible but not required.
2. MIXING: Stir the A & B components together thoroughly with a lifting motion. There is no induction time so apply immediately. Brush roll or spray applications are acceptable. 

3. APPLICATION: Apply evenly avoiding ponding and heavy build up. 

4. DRY & CURE: Best when allowed to stand 24 hours before allowing foot traffic or 48+ hours for motorized traffic on the new surface.  Allow 5-7 days for finish to achieve its full hardness and chemical resistance. 
WARNING:
DO NOT paint in hot direct sunlight. Paint only in indirect sunlight, in the shade or in darkness.
Pot life is 1 hour. Do not mix more than is needed for immediate use. 

 

NOTE:  All bare surfaces must be pre-coated or primed. We recommend TS-6390 Ever-Last Epoxy Primer.  Do not apply TS-2 Hard-Shell Urethane to bare surfaces without the recommended primer. CLEAR COAT: Once dry, (6-48 hrs) TS-2 Hard-Shell Urethane Clear may be applied. Clear is optional but highly recommended as an added wear layer, increasing durability and chemical resistance. Temperatures above 80F or low humidity conditions may require the use of TS-625 Decelerator to increase the flash time. We are available to answer questions at 360-651-9050 M-F 9 AM to 5 PM PST. See us online at: www.topsecretcoatings.com. Email: info@topsecretcoatings.com.  
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